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SERVICE LIFTS

® Wide Range
Four 50kg and two 100kg models cater for every
lifting requirement — from food, laundry and
documents to beer crates and barrels, small
trolleys and industrial equipment.

@ Quick, Simple Installation
The Microlift operates inside a rapidly-erected,
structure supported frame which is easy to install
and requires minimal builder's work. No separate
motor room or load-bearing shaft is needed, which
helps to keep costs down.

@ Available from Stock
All models are normally available from stock,
which means that a Microlift can be installed and
working within a few days, depending on the
building work.

@ Easy Handling
Up to three-way entry on every floor to give most
convenient access positions.

@ Proven Quality & Reliability
Over 60,000 installations throughout the world
are convincing proof of Microlift engineering
quality and reliability.

® Choice of Finishes
The finish of the lift car
and rise and fall shutters
can be tough grey baked
enamel or stainless steel.

Hinged door option on 100kg
Microlifts
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) STANDARD STOCK DIMENSIONS %‘E&?ﬁﬁoﬁs
; - De | I Cate Ite m S All 50kg models are available only with rise and fall shutters

CAR SHAFT | ENTRANCE | SERVING | or [iienn.

MODEL | CAPACITY HEIGHT
Tro”eys 5 Laundry wiotH | oepTH | HEIGHT | wioTH | pepTH | wioTH | HEiGHT | (variable) |PEPTH| ROOM

DD50| 50kg 510 | 320 | 800 | 725 | 520 | 320*% | 770 800 - | 2800

50A | 50kg 545 | 420 | 800 | 820 | 640 | 420* | 770 800 - | 2600

INSTALLATION NOTES 50B | 50kg | 520 | 520 | 800 | 800 | 800 | 420 | 770 | 800 2600
AND BUILDER’S WORK: 50C | 50kg | 620 | 620 | 800 | 900 | 900 | 520 | 770 | 800 | - (2600

MODEL | CAPACITY = SUEL | EIORNEE HEGHT | PIT [HEAD.
WIDTH | DEPTH | HEIGHT | wiDTH | DEPTH | WiDTH |HEIGHT | (variable) |PEFTH| ROOM
Builder’s Work 100A| 100kg | 720 | 720 | 1000 | 1000 | 1000 | 620 | 970 | 800 | - |2800
WITH RISE AND FALL SHUTTERS
Preliminaries 100;\] 100kg [ 720 | 720 | 1000 | 1000 | 1000 | 650 | 1000 | FLOOR [**350| 2000
) i : % I WITH HINGED DOORS SERVING AT FLOOR LEVEL LEVEL
The Microlift can be installed by our fitters in just 100B| 100kg | 820 | 820 | 1200 | 1100 | 1100 | 720 | 1170| 800 | - |3000
a few days with the minimum disruption to WITH RISE AND FALL SHUTTERS
premises. Preliminary builder’s work is _ 100B| 100kg | 820 | 820 | 1200 | 1100 | 1100 | 750 | 1200 | FLOOR [**350] 2200
straightforward. All that is normally required prior WITH HINGED DOORS SERVING AT FLOOR LEVEL UeEL
to ms}allatlor; i5.an alpgroprlaieisglslze;:i opemng n Note * Entrance position ‘B’ is not available on the DD50 model but can
each floor, a flat level base capa e_o supporting be provided on the 50A model with a reduced entrance width of
downward deadloads and an electrical power 320mm.
supply at the top floor served. ## A reduction in the pit depth is possible — please contact us
We can provide your builder with exact builder’s for details.
work details and drawings for your installation #x+  ENTRANCE DIMENSIONS — These are reduced as follows if a
and, where necessary, liaise directly with the collapsible Eicket gate is ’_ffitted to the lift car:-
builder to ensure the whole operation runs Wiat eight
smoothly. 100A 550mm 865mm
100B 650mm 1065mm
After the Installation Note:
; N ; Some of the above dimensions can be varied to suit your individual
Your builder W'" n_eed to provide an enclosqre requirements - by modification of stock models or by special manufacture -
around the Microlift to protect against moving please contact us for details.

parts and conform with your local fire regulations.
Permanent safe access to the motor must be
provided to comply with current safety :

regulations. The lift installation and associated ¢ 1 |
builder's work should comply with the Supply of
Machinery (Safety) Regulation 1992 and be ‘CE’
marked accordingly. @

HEADROOM

Installation Notes: ®

Headroom: The floor to ceiling height on the top
floor served must be able to accommodate the 4
winding unit. If there is insufficient headroom,
we can make substantial reductions with our B
‘Low Headroom' settings and suggest you contact
us for details. @ @

Serving Height: This is normally set at 800mm but
is fully adjustable before installation. To accept @
trolleys, the serving height can be at floor level —

SERVING ENTRANCE

contact us for details. & o — W

. . . D, % 5 [ hinged doors are specified
Shaft: These dimensions give the minimum inside © @ toserve at floor level
shaft width and depth that must be provided to —

enable your Microlift to be installed. g B
Choice of entrance arrangements
Up to three way entry on every floor is
possible. The sectional plans above show
the many arrangements available with

the Microlift.









